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P R O D O T T I  C H I M I C I  E  T E C N I C I  –  C H E M I C A L  A N D  T E C H N I C A L  P R O D U C T S  
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GOMMA TELATA 
 
 
 
 
DESCRIPTION: 
Black friction cloth H 135 mm, from 1 to 5-mm thick, for gaskets to be cut. 
 
 
 
 
INSTRUCTIONS FOR USE: 
Cut to size with a suitable hollow punch according to the coupling to be carried out. 
 
 
 
 
TECHNICAL DATA: 
Specific weight                                                                                                                     1,5 Kg/dm³ 
± 0,05 
Shore hardness                                                                                                                                         70 
± 5 
Resistance at traction                                                                                                         40 Kg/cm³ ± 
5 % 
Elongation %                                                                                                                             200 % ± 
5 % 
Operating temperature                                                                                                         -20 °C ÷ +70 
°C 
 
 
 
 
 

Article code Format Unit of 
measure 

Quantity 

GONE0002 Height 135 cm – thickness 2 mm kg 30 

GONE02,5 Height 135 cm – thickness 2,5 mm kg 30 

GONE0003 Height 135 cm – thickness 3 mm kg 30 

GONE0004 Height 135 cm – thickness 4 mm kg 30 

GONE0005 Height 135 cm – thickness 5 mm kg 30 
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